
‭Bulb Changing Instruction‬

‭Spare Replacement 600W Bulb For Heater‬

‭Model: OL2152BULBS‬

‭Safety Instructions‬

‭⚠‬‭CAUTION‬

‭●‬ ‭Ensure the plug is disconnected from the mains before changing the bulbs.‬
‭●‬ ‭Any maintenance or repairs including replacing the quartz tube should only be carried out by a qualified‬

‭electrician or by a recommended service provider.‬

‭Technical Data‬

‭●‬ ‭Model: OL2152BULBS‬
‭●‬ ‭Dimensions: Diameter: 10mm, Length: 395mm‬

‭Key points for changing the bulbs‬

‭1. To gain access to the bulbs, remove the screws and take‬
‭off the housing from two sides and the back.‬
‭CAUTION: Ensure the plug is disconnected from‬
‭the mains before changing the bulbs.‬

‭2. Open the reflector. Remove the metal plate surrounding‬
‭the end of the bulbs as shown. The use of a flat head‬
‭screwdriver may be needed to open up the small metal‬
‭tab on the top. Repeat for the other end.‬
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‭3. Slide the rubber caps off the bulb connectors and press‬
‭the small tab to disconnect from the bulbs. Repeat for the‬
‭other end.‬
‭IMPORTANT: Ensure all connectors are correctly removed‬
‭before attempting to remove a bulb. Twisting or bending‬
‭may result in a bulb shattering and cause injury.‬

‭4. Carefully remove the bulbs and replace with the correct‬
‭quartz bulbs.‬

‭WARNING! Do not touch the bulbs with your bare hands.‬
‭Handle using the plastic connectors either end or wear‬
‭protective gloves.‬
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